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IS : 8155 - 1976

Indian Standard
SPECIFICATION
0.
0.1 ThisIndian

FOR

PORTFOLIOS

FOREWORD

Standard was adopted by the Indian Standards Institution finalized by the Travel Requisites on 27 July 1976, after the draft Sectional Committee had been approved by the Consumer Products and Medical Instruments Division Council.

0.2 Portfolios differ in design, shape, colour and size from one manufacEven with a particular size and shape, the quality of turer to another. the material and the workmanship may be different. 0.3 In view of the difficulties encountered by indentors in selecting the proper material of choice, the committee responsible for formulation of this standard agreed to stipulate the essential requirements of this item in this specification. In addition, it is expected to serve as a guidance to manufacturers to orient their production to manufacture portfolios of a durable and acceptable quality. 0.4 In the preparation of this standard, considerable derived from 5-GP-24a ` Portfolios: Leather, slide Canadian Government Specification Board. assistance has been fastener ' issued by

0.5 This standard contains clauses which call for agreement between the purchaser and the supplier and which permit the purchaser to use his to suit his requirements. option for selection The relevant clauses are 3.1, 4.2, 4.5, 4.6,~5.4, 6.1 and 8.1. 0.6 For the purpose of deciding whether standard is complied with, the final expressing the result of a test or analysis, ance with IS : 2-1960". The number of rounded off value should be the same this standard. a particular requirement of this value, observed or calculated, shall be rounded off in accordsignificant places retained in the as that of the specified value in

1. SCOPE 1.1 This standard
carrying 2. MATERIALS

prescribes the files, office correspondence,

requirements stationery,

for portfolios used for personal belongings, etc.

various components of the portfolios shall be made from the materials specified in Table 1. Materials not specifically designated shall be suitable for the purpose intended,
*Rules for rounding off numerical values ( revised ).

2.1 The
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TABLE 1 MATERIALS FOR COMPONENTS MATERIALS (3) chrome or Vegetable combination tanned sheep/cow/young buffalo leather or Leathercloth ii) Gusset Chrome retanned/chrome tanned or combination leather Card board
or

- 1976

OF

PORTFOLIOS CONFORMING (4) TO

COMPONENTS 2. (1) i) (2) Body and partition

Grade 2 or Grade IS : 1259-1962*

3 of

iii)

Foundation material, drop bottom

Plywood Fibre board

or

Any grade 196Ot IS Type IS 2

of IS

: 303of

: 1658.1966$ : 3840-1966s
or Type 3 Grade 1962* 4 of IS

iv)

Lining material

Lining leather or Leathercloth
or

: 1259-

Rayon lining cloth

IS

: 2136.196211
92 tex x 3 ( 18s/5) of IS : 2196-1966** -

VI

Sewing thread

Cotton thread Or Linen thread

Variety No. 5, 14 or 19 of IS : 1720-19697

vi) vii) viii) ix)

D rings Slide fasteners tape Slide fasteners Rivets

Mild steel Nylon or nylon cotton Steel or brass Steel or aluminium for vinyl coated fabrics for fibre hardboards for lining leathers. cloth. for cotton sewing threads (jir~t revision ). for linen sewing thread for aeronautical for metallic for bifurcated slide fasteners rivets for general purposes. ( leathercloth IS

: 3148-1967tt IS : 3974-1967$$

*Specification TSpecification fspecification @pecification TSpecification **Specification ttspecification $tSpecification

) ( revised ).

for plywood for general purposes ( revised ). ( revised ).

l\Specification for rayon lining

purposes ( revised ).

(Jirst revision ).
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IS : 8155 - 1976 3. SHAPE AND DESIGN 3.1 The portfolios shall be manufactured to the shape and design agreed to between the supplier and the purchaser. 3.2 The portfolio shown in Fig. as

1 has the dimension 425 X 290 X 40 mm.

FIG. 1 4. REQUIREMENTS

PORTFOLIO

4.1 The leather used in the manufacture of portfolios shall be natural in colour, The thickness shall be 2'0 to 2'5 mm for the body and 1.5 to 2.0 mm for the corner-strengthening pieces. 4.2 The finish of leather may be top grain, light snuffed to remove imperfections as agreed to between the supplier and the purchaser. Finish of 4.3 The gusset leather shall have a thickness of 1 to l-5 mm. gusset shall have slight snuffing on the smooth finish to remove imperfections. 4.4 Portfolios made of leathercloth cloth for the body and the gusset. shall have the same grade of leather4

IS:8155-1976 4.5 The portfolios
between may be manufactured the purchaser and the supplier. in various colours as agreed to

drop bottom panel, front pocket, pocket 4.6 Inside pockets, partitions, for name card, etc, may be provided as agreed to between the purchaser and the supplier. 4.7 Slide fastener shall have less than 20 mm in length. a hasptype metal or pull, brass coloured not made not less of

4.8 Slide fasteners tape shall be of nylon than 1~1mm nor more than 16 mm in width. 4.9 The lower corners of the front and back leather shall be reinforced with body suitably. 5. WORKMANSHIP

nylon

cotton

of the portfolios

AND FINISH

5.1 The stitching shall be single row stitch with 28 to 32 stitches per At the end of each row of stitch, there decimetre and of even tension. The thread ends shall be trimmed or shall be at least 3 back stitches. seared.
5.2 The handle shall be smoothly finished with paper layer in the middle Two D rings shall be attached and covered with leather or leather cloth. to the handle which in turn shall be riveted to the body of the portfolio. The colour and finish of the handle shall match the body of the portfolio. 5.3 The gusset folios by glue. for leathercloth shall be cemented to the ends and bottom of the portGusset and body shall have the same grade of material portfolios.

5.4 The drop bottom panel shall be 2.00 mm thick. They shall be covered with cloth as agreed to between the purchaser and the supplier. 5.5 All steel components shall be electroplated conforming to Grade 3 of IS : 1068-1966*. 5.6 The portfolios shall be soundly manufactured without any sharp edges or constructional defects. any loose thread and uneven seams. chromium over nickel

and finished smooth There shall not be

5.7 In respect of appearance, general workmanship and finish, the portfolios shall conform to the sample previously approved by the purchaser. ( jrst revision ) .
*Specification for electroplated coatings of nickel and chromium on iron and steel
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6. SAMPLING 6.1 Unless otherwise
agreed to between the purchaser and the supplier, the procedure given in IS : 2500 ( Part I )-1973* shall be followed for sampling. The inspection level and sampling plan as given in 6.2 and 6.3 shall be followed. 6.2 The scale of sampling shall be corresponding to inspection level III given in Table 1 of IS : 2500 ( Part I )-1973* for all the requirements specified in this standard. 6.3 The in Table sampling plan shall be corresponding 2 of IS : 2500 (Part I )-1973*. to AQL 4.0 percent given

7. MARKING

7.1 Each
following:

portfolio

shall

be legibly name may

and

permanently or registered with

marked trade-mark,

with and

the

a) Manufacturer's 7.1.1 Mark. Each portfolio

or initials

b) Size of the portfolios. also be marked the IS1 Certification

use of the IS1 Certification Mark is governed by the provisions of the NOTE -The Indian Standards Institution ( Certification Marks ) Act and the Rules and Regulations made thereunder. The ISI Mark on products covered by an Indian Standard conveys the assurance that they have been produced to comply with the requirements of that standard under a well-defined system of inspection, testing and quality control which is devised and supervised by IS1 and operated by the producer. IS1 marked products are also continuously checked by IS1 for conformity to that standard as a further safeguard. Details of conditions under which a licence for the use of the ISI Certification Mark may be granted to manufacturers or processors, may be obtained from the Indian Standards Institution. 8.

PACKING
shall be packed to ensure safe transportation. They as agreed to between the purchaser and the supplier.

k.1 The portfolios
may also be packed

*Sampling

inspection tables: Part I Inspection

by attributes

and by count of defects.
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